
—
Timer insert
Countdown timer insert for flush-
mounted devices

Tyyppi: 6465 U-101-500

Tuotekoodi: 2CKA006410A0393

GTIN: 4011395168912

Tekniset tiedot

Sähkösuureet

Nominal voltage: 230 V

Rated frequency: 50 Hz

Nominal power: 2300 VA

Thermal conditions

Operating temperature: 0 … 35 °C

Pakkaus

Paketti: 1/10

Yksikkö: kpl

ETIM Data

ETIM Version: ETIM-9.0

ETIM Class: EC001594

Assembly arrangement: Basic element

Number of contacts as normally open contact: 1

Model: Electronic
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Mounting method: Flush mounted (plaster)

Type of fastening: Mounting with screw

Material: Other

Material quality: Thermoplastic

Surface protection: Untreated

Transparent: Ei

Autonomy: 12 h

Random generator: Ei

Frequency: 50 Hz

Astro program: Ei

Substation input: Ei

Rated current: 10 A

With brightness sensor connection: Ei

Compatible with Apple HomeKit: Ei

Compatible with Google Assistant: Ei

Compatible with Amazon Alexa: Ei

IFTTT support available: Ei

Built-in depth: 28.3 mm

Min. depth of built-in installation box: 28.3 mm

Device width: 71 mm

Device height: 71 mm

Device depth: 49 mm
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