Tuotekortti AL 1R IR
Strain-relief for 3 cables, @ 6 — 17 mm " l' l.

Strain relief

Strain-relief for 3 cables, @ 6 - 17 mm Iil

Tyyppi: AS9.10
Tuotekoodi: 2TKAO0003876
GTIN: 6438199005355
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Cet appareil

se recycle

Poiints de eollects sus www.quefairedamesdechets. v
Privitégiez la réparation ou le don de votre appareil |

Junction boxes AP9 and AP10 can be furnished with the strain-relief
AS9.10 for 3 cables. AP9: 3x 6 - 17 mm. AP10: 1x 6 - 19 mm (middle) and
2X 6 - 12mm (sides). It can also be used with 3 flexible connecting cables
HO3VVH2-F 2x0,75. Strain relief is done with help of cable tie (not
included). Two strain reliefs can be used in opposite sides the box with
AP9 and AP10, or crosswise in AP9 boxes.

Tekniset tiedot

Thermal conditions

Operating temperature: -25...60°C
Colors

Colour: Red
Pakkaus

Paketti: 10/100/1000/18000

Yksikko: kpl
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Tuotekortti AL 1R IR
Strain-relief for 3 cables, @ 6 — 17 mm " l' l.

ETIM Data
ETIM Version: ETIM-9.0
ETIM Class: EC001922
Colour: Red
© ABB 2025 Asiakaspalvelukeskus Puhelinvaihde
Y-tunnus 0763403-0 puh. 010 222 1999 0102211
www.installationmaterials.com contact.center@fi.abb.com

Sivu2/2


https://www.installationmaterials.com
tel:0102221999
mailto:contact.center@fi.abb.com
tel:0102211

	Strain relief
	Strain-relief for 3 cables, Ø 6 – 17 mm
	Tekniset tiedot
	Thermal conditions
	Colors
	Pakkaus
	ETIM Data



