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Floor installation box
Floor installation box, Jussi, for 1-gang
devices

Tyyppi: 2551L-212

Tuotekoodi: 2TKA000865G1

GTIN: 6410014027513

Suitable for most lath types. At the bottom, the pins will facilitate the
adjustment by installation and the open space for wiring will help by
coupling. When installing dimmers, the bottom of the housing will be
opened. The lower part of the device housing can be used as a junction
box, max. 5 terminals.

Tekniset tiedot

Pakkaus

Paketti: 5/50

Yksikkö: kpl

ETIM Data

ETIM Version: ETIM-9.0

ETIM Class: EC000080

Assembly arrangement: Surface mounted frame with loose bottom plate

Suitable for modular domestic switching devices: Ei

Number of units: 1

Mounting direction: Horizontal and vertical

Shape: Round

Material: Plastic
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Material quality: Thermoplastic

Halogen free: Kyllä

Surface protection: Untreated

Surface finishing: Glossy

Colour: White

RAL-number (similar): 9010

Transparent: Ei

With cover frame: Ei

With duct entry: Ei

With cable entry: Ei

With screw gland entry: Ei

Shock resistant: Ei

Degree of protection (IP): IP21

Width: 80 mm

Height: 43 mm

Depth: 124 mm
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