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Earthing terminal
Tyyppi: AM11

Tuotekoodi: 2TKA110001G1

GTIN: 6410019130515

The AM11 earthing terminal is used, for example, for the potential
equalization of air-conditioning and ventilation ducts. The earthing
terminal has a single >10 mm² Cu terminal. The terminal bar is made of
tinned copper. It is affixed with two pull rivets (pop-rivets), Ø 3,2 mm, in
the air-conditioning or ventilation duct and the protective lead is
connected to the connector attachment point. The conductors having a
cross-section of Cu 1,5 - 10 mm² are suited to a conductor connector
equipped with conductor protection.

Tekniset tiedot

Sähkösuureet

Wire range: 10 mm²

Pakkaus

Paketti: 1/50

Yksikkö: kpl

ETIM Data

ETIM Version: ETIM-9.0

ETIM Class: EC000493

Number of conductors: 1

Tuotekortti
Earthing terminal

—
© ABB 2025

Y-tunnus 0763403-0

—
Asiakaspalvelukeskus

—
Puhelinvaihde

www.installationmaterials.com

puh. 010 222 1999

contact.center@fi.abb.com

010 22 11

Sivu 1 / 1

https://www.installationmaterials.com
tel:0102221999
mailto:contact.center@fi.abb.com
tel:0102211

	Earthing terminal
	Tekniset tiedot
	Sähkösuureet
	Pakkaus
	ETIM Data



