
IP20

—
Blind Actuator
Blind Actuator 230 V AC free@home
wireless

Type: 62831 U-WL-500

Product ID: 2CKA006710A0041

GTIN: 4011395346365

Flush mounted actuator wireless for the control of roller shutters, blind
and awning motors with me-chanical or electronic limit switch shut-off.
Operation in ABB-flexTronics® wireless (device control) or networking
of up to 32 devices (room con-trol).
Integration in ABB-free@home® wireless with System Access Point up
to 150 devices.
3 wire connection (neutral conductor required).
With plug clamps.
With extension input.
Operation also possible via conventional push buttons. 
Remote operation via Bluetooth and smartphone/tablet app. 
Programming via Bluetooth with the ABB-free@home® Next App or the
web interface of the System Access Point.

Technical specification

ETIM Data

ETIM Version: ETIM-9.0

ETIM Class: EC001330

Bus system KNX: No

Bus system KNX radio: No

Bus system radio frequent: No

Bus system LON: No
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Bus system Powernet: No

Other bus systems: Other

Mounting method: Flush mounted (plaster)

With bus connection: Yes

Bus module detachable: No

With LED indication: Yes

Number of inputs: 2

Switching current (resistive): 4 A

Max. switching power: 920 W

Degree of protection (IP): IP20

Min. depth of built-in installation box: 23 mm
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