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Conduit extension
Ø 50 mm

Type: AJ50

Product ID: 2TKA160015G1

GTIN: 6410011301500

Conduit extension AJ50 is used to lengthen plastic conduits in flush
mounting installations in new buildings and in prefabricated building
elements. It has a locking device which provides a joint that is almost
as durable as a continuous conduit. Made of halogen free material
(IEC/61249-2-21).

Technical specification

Dimensions

For plastic pipe: Ø50mm

Packing

Package: 50

Unit: PCS

ETIM Data

ETIM Version: ETIM-9.0

ETIM Class: EC000939

Material quality: Other

Surface protection: Untreated

Surface polished: No

Surface brushed: No

Product Card
Ø 50 mm

—
© ABB 2025

Business ID 0763403-0

—
Customer service

—
ABB Exchange

www.installationmaterials.com

puh. +358 10 222 1999

contact.center@fi.abb.com

+358 10 22 11

Page 1 of 2

https://www.installationmaterials.com
tel:+358102221999
mailto:contact.center@fi.abb.com
tel:+358102211


Halogen free: Yes

Model: Plug-in

With lock function: Yes

For nominal tube diameter: 50 mm

Two piece: No

With inspection opening and cover: No

Colour: Green

Material sealing: No sealing

With outer thread: No

With inner thread: No

Separable: No

Eccentric: No
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